QUick—FoId Screen Frames Thank you for purchasing DRH  quality screen uses excellent elastic PVC fabric and mechanical

comMponents to give you years trouble free erjoyment. Pease take 3 moment to read the user

1 H manual befaore instaling and using to avoid rouble happened
User's Guide

Frames and legs are madeof 1-3/8" square hard aluminum tubing with an anodized finish.
With proper care they will provide many years of use. Please falow the set up instructions below

Two Section Frame

1. Remove the frame from its case and wrapping.
Posttion it as shown (fig 1).

2. Unfold the frame followmng the directions given
below sothat it is lying flat, Snap latches will \ {
automatically lock (as fig 2).

3. While haiding the bottom of the frame in place,

lift the top of the frame to unfold the sides. lock
down all four corner braces (as fig 3)
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Three Sectiol me

1. Remove the frame from its case and wrapping.
Position it as shown (fig 4).

2. Unfold the frame following the directions given
below so that itis lying flat, Snap latdhes will
automatically lock (as fig 5).

3. While holding the bottom of the frame in place

ift the top of the frame to unfold the sides. Lock
down all four corner braces (as fig &).
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Standard T-Leg

1. Remove the leg from its case and wrapping.
Pesition it as shown (fig 7)

2. Unfold the leg following the directions given below,
Lock down all four corner braces (as fig 8)

Lock down the comers

3. latcheswill automatically lock Srap (= fig 9
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AT-Leg (Recommended for added stability on size V5150" and over) SAT-Leg (Recommended for added stabil

ity size on Vs180" and over)
1. Remove the AT-leg from its case and wrapping (as fig 10).

1. Remove the SATeg from its case and wrapping (as fig 13).
2. Unfoid the Alleg following the directions given below,Snap 2. Unfold the SAT-leg (as fig 14).
Iatches will automatically lock (as fig 11). 3. Artach SATdeq to Tleg using 4 speedy cranks per leg (as fig 15).
3. Attach ATleg to T-leg using 4 speedy crarks per leg (as fig 12).
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